4" OVERLAP OF MATTING STRIPS
WHEN 2 OR MORE STRIP WIDTHS
ARE REQUIRED. STAPLE AT 18"
INTERVALS.

PLACE STAPLES 24" APART
LONGITUDINALLY AS REQUIRED
TO KEEP THE MATTING FIRMLY
PRESSED TO THE sSOIL. DO NOT
HAVE SPACE BETWEEN MATTING
AND SOIL.

BURY END OF MATTING 6"
INTO SOIL. TAMP EVEN.
STAPLE AT 6" INTERVALS.

BURY UPGRADE END OF MATTING
6" INTO SOIL. TAMP EVEN. OVERLAP
UPPER STRIP 6" OVER LOWER STRIP.

STAPLE AT 6" INTERVALS. =
7/
’
EDGE OF MAT: PLACE STAPLES ' ’
24" APART LONGITUDINALLY. A 7
’ ' =
7
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7
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7
7 /
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EDGE OF MAT: PLACE STAPLES
24" APART LONGITUDINALLY.

ROUND ING

WIDTH AS NOTED

NUMBER OF MAT WIDTHS ON PLANS
TO BE NOTED ON PLANS.

6 “MIN.

1"
11,

11 GAUGE WIRE OR HEAVIER LATERAL
SPACING OF STAPLES TO BE AT EDGE OF
MAT. AT OVERLAP OF MATS AND AT
BREAK IN GROUND OR MIDPOINT OF MAT
NOTE: MAT WIDTH IS 48"+ 1" WHERE NO BREAKS OCCUR FOR THAT MAT.

SEE SPECIFICATIONS FOR "SOIL STABILIZATION

MATTING” FOR DETAILS OF MAT.

USE SEED MIX SPECIFIED.

MULCH IS NOT REQUIRED.

WHEN TOPSOIL IS SPECIFIED IN THE AREA

ADJACENT TO THAT WHERE SOIL STABILIZATION

MATTING IS TO BE CONSTRUCTED. IT SHALL ALSO

BE PLACED AT THE SAME DEPTH IN THE AREA

WHERE SOIL STABILIZATION MATTING IS REQUIRED.

PRIOR TO THE INSTALLATION OF THE MATTING.
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